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Model # 78930

15 PC.

MASTER
DISCONNECT KIT
+ NEW 1/2" FORD
DISCONNECT TOOL

SALES AND MARKETING

2417 SEAMAN AVENUE
SOUTH EL MONTE, CA 91733
Phone: (800) 221-9705

USA Toll Free

Fax: (877) 318-2194

Phone: (626) 228-3170

Fax: (626) 228-3124

372 OLD US HIGHWAY
52 SOUTH

MT. AIRY, NC 27030
(800) 221-9705

Phone: (336) 786-6432

Fax: (336) 786-4992

E-mail : astrotools@astrotools.com
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RUBBER INSERT ‘ DISCONNECT TOOL

FORD FUEL LINE
COUPLING TOOL

Now with 1/2" Transmission Line Disconnect Tool
for 2005 and newer Ford cars and trucks

78930

QUICK DISCONNECT
COUPLER TOOL

Fuel & Transimission
Line Disconnect Set Size

14", 516", 3/8", 1/2"

Air Conditioning & Fuel Line
Disconnect Tool Set Size

5/6", 3/8", 1/2", 5/8", 3/4", 1/8"

Material

Anodized Aluminum

Fuel & Transmission Line Disconnect Set

* Separate fittings on fuel lines, fuel filters & fuel tank return lines.

» Separates automatic transmission cooling lines on 1986 and newer Ford: Taurus, Escort, Focus, Mustangs and
Mercury vehicles with AXOD, AOD, and ATX transmissions as well as 1/2" oil lines on 2005 and newer Ford cars and
trucks.

* Fuel line disconnect tool allows damage free fuel line quick connect coupler release.

* Fits any 5/16" or 3/8" fuel line found on GM, Ford or Chrysler cars.

* Ford fuel line coupling tool provides easy, damage-free fuel line separation.

* Works on 1990 and newer Ford Ranger and Explorers with 4.0L, 6 cylinder engines.

* Disconnect tool allows quick separation of quick connectors found on radiators, transmissions and power steering
lines.

* Releases the fingers on transmission-to-radiator oil cooler line easily without damage to the hose or connector

* Quick disconnect coupler tool slides down the line and into the connector; separating the clip apart without damaging
the quick connect seals allowing removal of clip.

» Works on late model Ford and GM vehicles.

0il Cooler Line Remover

* Anodized aluminum

* This unit is used to disconnect transmission oil cooler lines.

* Works on 2003 and 2004 Ford Explorer (V8), 2004 Ford F150, and 2004 Cadillac CS", as well as 2005 and newer
Ford vehicles with 1/2" lines".

* Unique design to clear the flare and disconnect the new style clips.

Air Conditioning & Fuel Line Disconnect Tool Set

* Allows easy disconnection of air conditioning lines & quick connect fuel lines.

» Six distinctive tools allow the disconnecting of spring lock couplings air conditioning lines found on Ford and Chrysler.
* Allows usage on fuel line quick connect couplings found on GM, Ford, and Chrysler.

* Ford Disconnect Tools allows usage on push lock connectors found on radiators and transmission lines.
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WEBSITE : www.astrotools.com




